www.osram.com/automotive

OSRAM LIGHTsignal HAL BEACON LIGHT
Light is safety – See and be seen with OSRAM

The OSRAM LIGHTsignal HAL BEACON LIGHT is a 360°
rotating yellow beacon light that can be mounted on vehicles with unusual width, length or load, as well as on
municipal vehicles, emergency, command and accident
relief vehicles to draw attention to an unusual situation
on the road or in the working environment. The LIGHTsignal HAL beacon light from OSRAM complies with the
ECE R10 and R65 directives and is therefore approved
for use in road traffic2).
The rotating beacon from OSRAM can be used for better
visual recognition, marking and securing of danger spots
or special locations. Furthermore, rotating beacons are
used in certain facilities, on machines and devices as
well as in alarm systems. The rotating beacon from OSRAM is characterized by a high efficiency due to a
high-quality H1 halogen lamp with up to 1900 lumens
and 2200 Kelvin and thus ensures improved visibility and
therefore increased safety for you and others - day and
night.

Benefits
- Improved visibility and thus increased safety for
you and others
- Optimum light output, bundling and distribution
due to rotating unit consisting of highly polished
parabolic reflector and H1 halogen lamp
- Increased vibration insensitivity
- Tested against dust and water ingress in accordance with IP65
- Robust and functional design
- Mounting material included in scope of supply

Features
- 360 degree rotating beacon light
- Bright amber light
- Up to 1900 Lumen
- Up to 2200 Kelvin
- 24V compatible
- Protection class: IP65
- Highly polished parabolic reflector
- Shatterproof polycarbonate housing
- Shock absorbing, fully rubberized base
- Certified in accordance with ECE R10 and R65
- Mounting method: 3 bolt fix
- Made in Italy
- 2-year OSRAM Guarantee1)
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Light is OSRAM
1) Precise conditions at: www.osram.com/am-guarantee
2) Special regulations apply with regard to the use and application
of rotating beacons

