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LINEARlight FLEX® DIFFUSE Top 
 

Homogeneous and uniform dot free light lines 
LFD400/800/1300T & LFD400MT 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Main data 

 

 

 

 

 

 

 

 
  

Operating voltage 24.0 V (23.0 é 25.0 V) 

Accidental reverse voltage protection up to 25.0 V 

Product length 6000 mm / 4000 mm / 3000 mm 

Product cross section (excl. connector) (W) 14.1 mm x (H) 10.8 mm 

Can be cut in field each 50 mm (white) / 40 mm (colors) 

Connector factory installed with flying leads 500 mm 

Lifetime L80B10 @ Tp 60.000 h (white) 

Temperature range in operation @ Tc point -30...+75 °C 

Ambient Temperature with profile ** -30...+50 °C 

Storage Temperature -30...+75 °C 

Installation by provided adhesive tape or optional clips / channels 

Features & Benefits 

- Diffuse light lines without visible spots 

- Luminous flux up to 1350 lm/m 

- IP66 & IP67 protection with high performance silicone 

- CRI 80+ and 90+ versions 

- Color uniformity Ò2 SDCM* 

- Lifetime up to 60.000 hours L90B10 at Tp (LFD400 White) 

- Lifetime up to 50.000 hours L70B50 at Tp (Monochrome) 

- Large selection of light color temperatures 

- Extraordinary design and high-quality materials 

- Flexibility and cuttability to support design freedom 

- Easy mounting thanks to extra-strong self-adhesive backside 

- Dimmable by OPTOTRONIC® LED drivers 

- Suitable for outdoor use: UV and salt mist resistant 

- Made in Italy 

 

Application areas 
Architectural integration, Façade lighting, Cove lighting, Outdoor 
applications 

Standards 
CE, ENEC 10, EAC, VDE, CSA and UL recognized 
 
Photometric data acc. to: LM-80 and TM-21, LM-79, EN13032-4,  
CIE S 025, IES TM-30-15 

Beam Angle: 120° 

C0-C180                       cd/1000lm 
C90-C270 

http://www.osram.com/
http://www.osram.com/
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Mechanical data 
 
 
LFD400 / LFD800 / LFD1300 TOP  
 
 
 
 
 
 
 
 
 
 
 
 
LFD400 / LFD800 / LFD1300 TOP with optional accessories  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
LFD400 / LFD800 / LFD1300 TOP bending direction (yellow: light emitting surface) 
 
   Allowed:     NOT allowed: 
 
 
 
 
 
  

Min. bending radius = 100 mm 

All dimensions in: mm 

 

Max. operable length =  
product length (6000 mm)  
(4000 mm for LFD1300T only) 

 

40 for monochrome 

FX-LFDM -G1-TT-16H16-200 FX-LFDM -G1-TTL-16H11W10-200 

FX-QMS-G1-BMZI-DIV1 

Light emission Light emission 

3000 / 4000 / 6000 
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Technical data 

LFD400T White Nominal CCT 
See color output data CRI 

Luminous Flux 

per meter lm/m 

Power 

W/m 

Luminous Efficacy 

lm/W 

Performance 

Temp. Tp °C 

Length 

m 

LFD400T-G1-824-06 2400 K >80 520 7.2 72 35 6 

LFD400T-G1-827-06 2700 K >80 540 7.2 75 35 6 

LFD400T-G1-830-06 3000 K >80 540 7.2 75 35 6 

LFD400T-G1-835-06 3500 K >80 540 7.2 75 35 6 

LFD400T-G1-840-06 4000 K >80 540 7.2 75 35 6 

LFD400T-G1-850-06 6500 K >80 510 7.2 71 35 6 

LFD400T-G1-865-06 6500 K >80 500 7.2 69 35 6 

LFD400T-G1-924-06 2400 K >90 420 7.2 58 35 6 

LFD400T-G1-927-06 2700 K >90 420 7.2 58 35 6 

LFD400T-G1-930-06 3000 K >90 480 7.2 67 35 6 

LFD400T-G1-935-06 3500 K >90 480 7.2 67 35 6 

LFD400T-G1-940-06 4000 K >90 480 7.2 67 35 6 

LFD400T-G1-965-06 6500 K >90 480 7.2 67 35 6 

 

LFD800T White Nominal CCT 
See color output data CRI 

Luminous Flux 

per meter lm/m 

Power 

W/m 

Luminous Efficacy 

lm/W 

Performance 

Temp. Tp °C 

Length 

m 

LFD800T-G1-824-06 2400 K >80 780 11.5 68 50 6 

LFD800T-G1-827-06 2700 K >80 780 11.5 68 50 6 

LFD800T-G1-830-06 3000 K >80 810 11.5 70 50 6 

LFD800T-G1-835-06 3500 K >80 810 11.5 70 50 6 

LFD800T-G1-840-06 4000 K >80 810 11.5 70 50 6 

LFD800T-G1-850-06 5000 K >80 700 11.5 61 50 6 

LFD800T-G1-865-06 6500 K >80 700 11.5 61 50 6 

LFD800T-G1-924-06 2400 K >90 550 11.5 48 50 6 

LFD800T-G1-927-06 2700 K >90 680 11.5 59 50 6 

LFD800T-G1-930-06 3000 K >90 680 11.5 59 50 6 

LFD800T-G1-935-06 3500 K >90 680 11.5 59 50 6 

LFD800T-G1-940-06 4000 K >90 680 11.5 59 50 6 

LFD800T-G1-965-06 6500 K >90 640 11.5 56 50 6 

 

LFD1300T White Nominal CCT 
See color output data CRI 

Luminous Flux 

per meter lm/m 

Power 

W/m 

Luminous Efficacy 

lm/W 

Performance 

Temp. Tp °C 

Length 

m 

LFD1300T-G1-824-04 2400 K >80 1300 17.8 73 55 4 

LFD1300T-G1-827-04 2700 K >80 1350 17.8 76 55 4 

LFD1300T-G1-830-04 3000 K >80 1350 17.8 76 55 4 

LFD1300T-G1-835-04 3500 K >80 1350 17.8 76 55 4 

LFD1300T-G1-840-04 4000 K >80 1350 17.8 76 55 4 

LFD1300T-G1-850-04 5000 K >80 1250 17.8 70 55 4 

LFD1300T-G1-865-04 6500 K >80 1250 17.8 70 55 4 

LFD1300T-G1-924-04 2400 K >90 1100 17.8 62 55 4 

LFD1300T-G1-927-04 2700 K >90 1100 17.8 62 55 4 

LFD1300T-G1-930-04 3000 K >90 1200 17.8 68 55 4 

LFD1300T-G1-935-04 3500 K >90 1200 17.8 68 55 4 

LFD1300T-G1-940-04 4000 K >90 1200 17.8 68 55 4 

LFD1300T-G1-965-04 6500 K >90 1150 17.8 65 55 4 

 

LFD400MT Monochrome Color  Dom. ɚ nm 
Luminous Flux 

per meter lm/m 

Power 

W/m 

Luminous Efficacy 

lm/W 

Performance 

Temp. Tp °C 

Length 

m 

LFD400MT-G1-BL-06 Blue 457-467 60 12 5 32 6 

LFD400MT-G1-GR-06 Green 525-539 285 12 24 32 6 

LFD400MT-G1-RE-06 Red 612-626 320 12 27 32 6 

LFD400MT-G1-YE-06 Yellow 586-594 162 12 14 32 6 

LFD400MT-G1-OR-06 Orange 603-611 175 12 15 32 6 
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Color output data  

 
LFD400T-G1-824 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
LFD400T-G1-827 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

 

 

 

 
 

TM-30-15 Color Vector Graphic 
Rf=85           Rg=93   

 

Color Rendering Index Ra/CRI >80 

Spectrum 

 
Cx=0.4900; Cy=0.4258 
 

Color Fidelity by Sample 

TM-30-15 Color Vector Graphic 
Rf=84           Rg=93         

 

Color Rendering Index Ra/CRI >80 

Spectrum 

 
Cx=0.4630; Cy=0.4223 
 

Color Fidelity by Sample 
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LFD400T-G1-830 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
LFD400T-G1-835 

 

 

 

 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

TM-30-15 Color Vector Graphic 
Rf=84           Rg=93         

 

Color Rendering Index Ra/CRI >80 

Spectrum 

 
Cx=0.4416; Cy=0.4162 
 

Color Fidelity by Sample 

TM-30-15 Color Vector Graphic 
Rf=82           Rg=93         

 

Color Rendering Index Ra/CRI >80 

Spectrum 

 
Cx=0.4118; Cy=0.4005 
 

Color Fidelity by Sample 
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LFD400T-G1-840 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
LFD400T-G1-850  

 

 

 

 

 

 

 

 

 

 

 

 
  

TM-30-15 Color Vector Graphic 
Rf=81           Rg=92         

 

Color Rendering Index Ra/CRI >80 

Spectrum 

 
Cx=0.3646; Cy=0.3711 
 

Color Fidelity by Sample 

TM-30-15 Color Vector Graphic 
Rf=81           Rg=93         

 

Color Rendering Index Ra/CRI >80 

Spectrum 

 
Cx=0.3378; Cy=0.3518 
 

Color Fidelity by Sample 


